
Manual Coaxial Switch

DC~22GHz, SPDT

Features: Applications:
* High Power * Wireless
* Long Operation Life * Transmitter

* Laboratory Test
* Radar

Electrical

Mechanical

Environmental

Outline Drawings

Unit: mm [in]
Tolerance: ±0.5mm [±0.012in]

Customization is available upon request.
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NTS2S-18-3

How To Order
NTS2S-18-3

Frequency range:
VSWR:

Insertion Loss:
Isolation:

Switching Time:
Impedance:

Power:

Dimensions (W × D × H):
Parameter:

Contact Material:
Switching Sequence:

Weight:
Connecter:
Mounting:

34.0x22.2x13.2 mm
Value
Plated Au
Break before Make
40g
SMA Female
2 × Ф3.20 through-hole

Operational Temperature:
Extended Operational Temperature:

Storage Temperature:
Relative Humidity:

Operation Life (cycles):
Vibration Operating:

Mechanical Shock (non-operating):

-25ºC~+85ºC 
-55ºC~+85ºC 
-50ºC~+105ºC
5 to 85%
1,000,000
10G RMS, 20-2000Hz
50G, 1/2 Sine, 11 msec

Manual Operation Port 1 - C Port 2-C
Push Left Side Open Closed
Push Right Side Closed Open

DC-18 GHz 
1.4dB Max. 
0.40 dB Max. 
70 dB min @  DC-12,5GHz 60 
dB min @  12,5-18GHz 15 
msec 
50Ω 
20W


