
Equalizer

DC~3GHz, 1dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: DC~3GHz

Insertion Loss: 1.5dB typ.
VSWR: 1.04 typ.
Slope: 1dB

Mechanical
Size*1: 16*20*10mm

0.63*0.787*0.394in
Connectors: SMA Female
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Environmental
Operating Temperature: -40~+85℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-0-3000-S-1

How To Order
NE-0-3000-S-1

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

0.07~1GHz, 15dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 0.07~1GHz

Insertion Loss: 1.5dB max.
VSWR: 1.5 max.
Slope: 15dB

Attenuation: 1.5dB @70MHz
16.5dB @1GHz

Linearity: ±0.5dB max.
Power Handling: +23dBm max.

Impedance: 50Ω

Mechanical
Size*1: 30*20*8mm

1.181*0.787*0.315in
Connectors: SMA Female (Removable)
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Environmental
Operating Temperature: -55~+85℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-70-1000-S-15

How To Order
NE-70-1000-S-15

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

0.7~1.3GHz, 3.5dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 0.7~1.3GHz

Insertion Loss: 1dB
VSWR: 1.6 max.
Slope: 3.5dB min.

4.5dB @0.7GHz
1dB @1.3GHz

Flatness: ±0.3dB

Mechanical
Size*1: 26*20*12mm

1.024*0.787*0.472in
Connectors: SMA male/female
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Outline Drawings
(The shape is general, and may vary slightly due to different
frequency bands.)

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-700-1300-S-3.5

How To Order
NE-700-1300-S-3.5

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

0.75~18GHz, 25dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 0.75~18GHz

Insertion Loss: 8.5±1dB @0.75GHz
1.2±1dB @18GHz

VSWR: 2 max.
Slope: 25dB

Mechanical
Size*1: 20*16.8*10mm

0.787*0.661*0.394in
Connectors: SMA Female
Mounting: 4-Φ2.5mm through-hole

[1] Exclude connectors.

Environmental
Temperature: -40~+75℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-750-18000-S-25

How To Order
NE-750-18000-S-25

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

1~18GHz, 20dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 1~18GHz

Insertion Loss: 4.5dB max.
VSWR: 2 max.
Slope: 20dB

Attenuation: 4.5dB @1GHz
24.5dB @18GHz

Linearity: ±2dB max.
Power Handling: +23dBm max.

Impedance: 50Ω

Mechanical
Size*1: 30*20*8mm

1.181*0.787*0.315in
Connectors: SMA Female (Removable)
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Environmental
Operating Temperature: -55~+85℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-1000-18000-S-20

How To Order
NE-1000-18000-S-20

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

6~18GHz, 3dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 6~18GHz

Insertion Loss: 2dB max.
VSWR: 1.5 max.
Slope: 3dB

Attenuation: 2dB @6GHz
5dB @18GHz

Linearity: ±0.5dB
Impedance: 50Ω

Mechanical
Size*1: 30*20*12mm

1.181*0.787*0.472in
Connectors: SMA Female
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-6000-18000-S-3

How To Order
NE-6000-18000-S-3

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

6~18GHz, 15dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 6~18GHz

Insertion Loss: 2.5dB max.
VSWR: 1.6 max.
Slope: 15dB

Attenuation: 17.5dB @1GHz
2.5dB @18GHz

Linearity: ±1.5dB max.
Power Handling: +23dBm max.

Impedance: 50Ω

Mechanical
Size*1: 30*20*8mm

1.181*0.787*0.315in
Connectors: SMA Female (Removable)
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Environmental
Operating Temperature: -55~+85℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

How To Order
NE-6000-18000-S-15

NE-6000-18000-S-15

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

7.5~18GHz, 25dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 7.5~18GHz

Insertion Loss: 8.5±1dB @7.5GHz
1.2±1dB @18GHz

VSWR: 2 max.
Slope: 25dB

Mechanical
Size*1: 20*16.8*10mm

0.787*0.661*0.394in
Connectors: SMA Female
Mounting: 4-Φ2.5mm through-hole

[1] Exclude connectors.

Environmental
Temperature: -40~+75℃

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

NE-7500-18000-S-25

How To Order
NE-7500-18000-S-25

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com



Equalizer

8~18GHz, 19.5dB

Features: Applications:
* Low VSWR * Amplifier
* Small Size * Laboratory Test

* Instrumentation

Electrical
Frequency: 8~18GHz

Insertion Loss: 4dB typ.
VSWR: 1.8 max.
Slope: 19.5dB

23.5dB @8GHz
4dB @18GHz

Linearity: ±1.8dB max.

Mechanical
Size*1: 30*20*12mm

1.181*0.787*0.472in
Connectors: SMA Female (Removable)
Mounting: 4-Φ2.2mm through-hole

[1] Exclude connectors.

Outline Drawings

Unit: mm [in]
Tolerance: ±0.2mm [±0.008in]

Customization is available upon request.

How To Order
NE-8000-18000-S-19.5

NE-8000-18000-S-19.5

  RFLOGY LLC                   +1 (609) 721-3567                        info@rflogy.com                           www.rflogy.com


