RI L GY Waveguide to Coax Adapters

TOMORROW DISCOVERED

NWCA-112-SF-R
WR-112 to SMA female, Right angle

* Transmitter
* Laboratory Test

* Radar
Electrical How To Order
Frequency: 6.57~9.99GHz NWCA-112-SF-R-B - Outline A
VSWR: 1.2 max. NWCA-112-SF-R-D - Outline B

Impedance: 50Q

Mechanical Customization is available upon request.
Length:  40mm
1.575in
RF Connectors: SMA Female
Interface:  WR-112
Flange: FBP84 or FDP84
Material: ~ Aluminium

Outline Drawings

63.5[2.5]

47.8[1.882] 40[1.575] 48.42 [1.906] 40 [1.575]
l 34.34[1.352 | |4-04.21165] 51971 9.04 ['7511 6 [.23¢
s I ] a R -
© _ % H ) E o 8-04.1[.161] % =
—_F ~ —= = |
g5 2 3 ! 5 g % ¢ x
== < © ==l l— - 1IN
2|3 8‘ ° 2231 o | 4
S I & o == S@ { @ N el
e | @ o
© © — \/ | o H
4RY " Dg.499T1.122] — ARa 28.499 [1.122
Outline A Outline B
Unit: mm [in] Tolerance: +0.2mm [+0.008in]
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