RI L GY Waveguide to Coax Adapters

TOMORROW DISCOVERED

NWCA-1 -9
WR-19 to 1.85mm

Features: Applications:

* Low VSWR * Wireless
* Transmitter
* Laboratory Test
* Radar

Electrical Outline Drawings

Frequency: 40~60GHz
VSWR:  1.35 max.
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RF Connectors:  1.85mm o
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Interface:  WR-19 41.157] 4.775[.188]
Flange: UG-383/U 223 [ 886
Material:  Gold plated brass outline A
Outer Conductor: Passivated stainless steel
Dielectric:  PE 4X4-40UNC-ZBﬁ
Inner Conductor:  Gold plated beryllium copper _ & o/\ s §
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X: Connector type. 29[1.142] 4.775[.188
Y: End launch: E, Right angle: R.
E - End launch (Outline A, Outline C) Outline B
R - Right angle (Outline B)
. 4x4-40UNC-2B
Connector naming rules: i =
V- 1.85mm Male (Outline A, Outline B) = S
VF - 1.85 Female (Outline C) = g {M* =
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Examples:
To order a waveguide to coax adapter, WR-19 to 1.85mm male, end AT sy
launch, specify NWCA-19-V-E. 19.55[.77]
4.7751.188]
Customization is available upon request. Outline C
Unit: mm [in]

Tolerance: +0.2mm [+0.008in]
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